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HYDRAULIC RELEASE BEARING ASSEMBLY
: 1  WAHL

3/3/2022
1

1 7411  SEE TABLE 1 NC
54mm RADIUS FACE, ADJUSTABLE BASE, THREADED SLEEVE MOUNT

C

2.13
54O CONTACT

NOTES:
1.  DIMENSIONS AND TOLERANCES PER ASME Y14.5 - 2009
2.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES [mm].
3.  USE ONLY WITH DOT-3 OR DOT-4 BRAKE FLUID.
4.  NO INTERNAL TRAVEL LIMITER.  MUST BE USED WITH CLUTCH PEDAL STOP.

6.  SEAL INSTALLATION TOOL = 96-002.

8.  EITHER PORT MAY BE USED FOR FEED OR BLEED.  RECOMMEND USING UPPER PORT AS BLEED PORT.
7.  HYDRAULIC AREA = 1.215 SQ IN.

5.  SEAL REBUILD KIT = 62-905.

AN-4 HYDRAULIC LINES, 15" LONG, FEMALE SWIVEL ENDS
(SHOWN TRUNCATED)

CUSTOM DUAL O-RING FITTING
WITH SNAP RING
ALLOWS 360v ROTATION FOR ROUTING

ANTI-ROTATION TAB SHOULD BE
IN LOWER LEFT QUADRANT TO 
OPTIMIZE PORT LOCATION FOR
BLEEDING PURPOSES.

.700
17.78 STROKE

PISTON
  P/N: 62-6102

BEARING
  P/N: 62-611

SEAL
  P/N: 62-614WIPER

  P/N: 62-617

HYDRAULIC BASE:
  P/N: 62-714

HOSE (QTY 2)
  P/N: 62-521 

SNAP RING (QTY 2)
  P/N: 5100-43

BLEED ASSEMBLY (QTY 1)
  P/N: 62-522

3.25
2.02
82.6
51.3

MAX/MIN RANGE

(WITH HYDRAULICS COMPRESSED)

SLEEVE I.D.
(SEE TABLE)

THREADED MOUNTING SLEEVE CHART

SLEEVE P/N SLEEVE I.D. USED IN ASS'Y P/N O-RING PN

62-651 1.438" 60-6032, 60-6034 61-627-1

62-652 1.375" 60-6031, 60-6033 61-628-1

62-653 1.000" * 60-6000 N/A

ANTI-ROTATION STUD CHART

STUD P/N STUD THREAD USED IN ASS'Y P/N

95-603 5/16"-18 UNC 60-6031, 60-6032

95-604 M8 X 1.25 60-6033, 60-6034

STUD LENGTH MAY NEED TO BE
TRIMMED IN SOME APPLICATIONS

STUD NOT INCLUDED IN 60-6000 "UNIVERSAL" ASSEMBLY.

STUD THREAD

THREADED MOUNTING SLEEVE
(SEE TABLE FOR PART NUMBERS)

*MAY BE MACHINED TO MATCH O.D. OF TRANSMISSION PILOT
TUBE.  DO NOT EXCEED 1.450" DIAMETER.

O .265
6.73

2.075
52.7

1.950
49.53

2.275
57.78

45°

O-RING
(SEE TABLE FOR PART NUMBERS)

4.32
109.6


