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HYDRAULIC RELEASE BEARING ASSEMBLY
: 1  WAHL

3/3/2022
1

1 7689  SEE TABLE 1 NC
54mm RADIUS FACE, ADJUSTABLE BASE, FITS T56, TR6060, MT82

C

WORKING HEIGHT
SEE TABLE

2.13
54O CONTACT

O 4.41
112.04

O 4.60
116.84

NOTES:
1.  DIMENSIONS AND TOLERANCES PER ASME Y14.5 - 2009
2.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES [mm].
3.  BOTH SHOULDER BOLT LENGTHS ARE INCLUDED WITH 62-899 ASSEMBLY.
4.  USE ONLY WITH DOT-3 OR DOT-4 BRAKE FLUID.
5.  NO INTERNAL TRAVEL LIMITER.  MUST BE USED WITH CLUTCH PEDAL STOP.

7.  SEAL INSTALLATION TOOL = 96-002.

9.  EITHER PORT MAY BE USED FOR FEED OR BLEED.  RECOMMEND USING UPPER PORT AS BLEED PORT.
8.  HYDRAULIC AREA = 1.215 SQ IN.

6.  SEAL REBUILD KIT = 62-905.

FOUR HOLE LOCATIONS FOR
SHOULDER BOLT / ANTI ROTATION
ALLOWS FOR FINE ADJUSTMENT
OF OVERALL HEIGHT

AN-4 HYDRAULIC LINES, 15" LONG, FEMALE SWIVEL ENDS
(SHOWN TRUNCATED)

CUSTOM DUAL O-RING FITTING
WITH SNAP RING
ALLOWS 360v ROTATION FOR ROUTING

1.41
35.81O

SLEEVE I.D.

COMPRESSED HEIGHT ADJUSTMENT RANGE

PART NUMBER HEIGHT (MIN) HEIGHT (MAX)

60-6035 2.41 3.38

60-6435 2.21 3.18

60-6041 2.91 3.88

ANTI-ROTATION TAB SHOULD BE
IN LOWER LEFT QUADRANT TO 
OPTIMIZE PORT LOCATION FOR
BLEEDING PURPOSES.

.700
17.78 STROKE

PISTON
  P/N: 62-6100
  (USED IN 60-6435)

  P/N: 62-6102
  (USED IN 60-6035 AND 60-6041)

BEARING
  P/N: 62-611

SEAL
  P/N: 62-614

WIPER
  P/N: 62-617

HYDRAULIC BASE:
  P/N: 62-714

MOUNTING BASE ASSEMBLY
  P/N: 62-899
  (USED IN 60-6035 AND 60-6435)

  P/N: 62-900
  (USED IN 60-6041)

ANTI-ROTATION BOLT
  P/N: 1/4 X 1 SB 
  (1.00" LONG)
  
  P/N: 1/4 X 1 3/4 SB 
  (1.75" LONG)

HOSE (QTY 2)
  P/N: 62-521 

SNAP RING (QTY 2)
  P/N: 5100-43

BLEED ASSEMBLY (QTY 1)
  P/N: 62-522


